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FEATURES & BENEFITS

EXR-1 Single gang box extenders
are trimmable for use in multiple
boxes.

LEAVE ON
outside flange

LEAVE ON
outside flange

CUT THE FLANGES OFF
the inside box extender

In walls or ceilings with a surface of concrete, tile, gypsum,
plaster, or other non-combustible material, boxes shall be 
installed so that the front edge of the box will not be set back of 
the finished surface more than 1/4" (6mm). In walls or ceilings 
constructed of wood or other combustible material, boxes shall 
be flush with the finished surface or project therefrom.

Levels and supports the wiring device where the box is set back        
from the wall surface.
Works in handy boxes and 4" square electrical boxes with   
plaster rings for single switches or receptacles.
Functions with all standard devices, switches, and GFCIs.
Manufactured from 105°C continuous use 94V0 rated flame 
retardant plastic for safer installations.
Adjusts up to a 1-1/2" box extension.
Plastic construction prevents stripping of wire insulation or short 
out onscrew of side wire devices.
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• 

• 
• 

• 
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Pass wires through the box extender 
and attach to receptacle.

Turn receptacle on side with wires 
attached and pass through box 
extender.

SKU

BOX EXTENDER

PRODUCT DATA SHEET 

SKU: 402758 QTY/CTNDescription

Four gang electrical outlet box extender 100pcs402758

UNIVERSAL SNAP-IN
STUD BUSHING
3/8"  ·  Plastic  ·  Yellow

SKU: 402170
SPECIFICATION DETAILS
Material Plastic (Polycarbonate)

Color Yellow

Size 3/8"

Min. Knockout Trade Size 1"

Temperature Rating 221° F

Application Dry Locations Only

Package 20 pcs/pack,
50 packs/case

Certifications ETL Listed

FEATURES & BENEFITS
The DYNOTECH Universal Snap-In Stud Bushing is used in knockout openings of a box or enclosure to
protect insulated wire and cable from damage caused by sharp edges. Locking fingers snap into holes
with fingertip pressure. It features high dielectric strength and assures complete insulation on all
sharp edges. Its lightweight, 1-piece plastic construction resists corrosion.

• Minimum knockout trade size: 1".

• Provides 360° protection for cables running through metal studs.

• Polycarbonate rated for 221° F application.

• Dry locations only.

• Lightweight, 1-piece plastic construction resists corrosion.

• ETL Listed.


