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boxes.

In walls or ceilings with a surface of concrete, tile, gypsum,
plaster, or other non-combustible material, boxes shall be 
installed so that the front edge ot be set back of 
the finished surface more than walls or ceilings 
constructed of wood or other c  material, boxes shall 
be flush with the finished surface or project therefrom.

Levels and supports the wiring device where the box is set back        
from the wall surface.
Works in handy boxes and 4" square electrical boxes with   
plaster rings for single switches or receptacles.
Functions with all standard devices, switches, and GFCIs.
Manufactured from 105°C continuous use 94V0 rated flame 
retardant plastic for safer installations.
Adjusts up to a 1-1/2" box extension.
Plastic construction prevents stripping of wire insulation or short 
out onscrew of side wire devices.
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PRODUCT DATA SHEET 

QTY/CTNDescription

Four gang electrical outlet box extender 100pcs402758

SPECIFICATION DETAILS
Material Die-Cast Aluminum

Color Gray

Capacity 23 Cu. In.

Holes ,

Includes Closure Plugs, Grounding
Screws, Mounting Lugs

Package

Certifications
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ETL Listed

,,

ONE GANG BELL BOX EXTENSION
Four Holes  ·  Gray

SKU: 402292

4 Hole, 1/2" or 3/4",
threaded

50 Pcs

The DYNOTECH One Gang Bell Box Extension is a waterproof gang bell box extension
designed to house and protect electrical devices and wiring in outdoor or exposed locations,
ensuring safety and functionality in wet, damp, or dry conditions. These boxes are designed
to withstand the elements and prevent moisture from damaging electrical components.

Designed to house and protect electrical devices and wiring in outdoor or exposed locations.

Withstands the elements and prevents moisture from damaging electrical components.

Durable die cast aluminum construction for long product life.

Powder paint finish for corrosive environments.

Tapered NPT hubs.

Pre-installed ground screw included.

Internal threads and hubs comply with NEMA requirements.

Hubs accept all threaded fittings and threaded conduit.


